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* OPTIONAL HOODS REQUIRE 7" & 15" SIDEROOM, 17" HEADROOM AND 16" OPERATOR PROTRUSION
** 600V AND 480V INCOMING POWER REQUIRES EXTERNALY MOUNTED TRANSFORMER, (13"x12"x6")
**% 208V INCOMING POWER REQUIRES EXTERNALLY MOUNTED BUCKBOOST TRANSFORMER, (5"x8"x6")
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TNR INDUSTRIAL DOORS INC.

MECHANICAL OPTIONS

ELECTRICAL OPTIONS

STANDARD SYSTEM INCLUDES

SHOP DRAWING, HDF3 MODEL, LEFT HAND

[3-400z RED PVC CURTAIN MATERIAL

[J-N4X, WALL MOUNTED CONTROL PANEL

- TIMER TO CLOSE (USER SELECT)

EXT. DETAIL: FABRIC DOOR - DIRECT DRIVE OPERATOR

[1- 400z ORANGE PVC CURTAIN MATERIAL

[1- WIRELESS RECEIVER

- NEMA 4 CONTROL PANEL & OPERATOR

LIMITATIONS: (OW<=16'0" & OH<=16'0")

[J- 880z BLUE PVC CURTAIN MATERIAL [J- WIRELESS TRANSMITTER, QTY. - PROGRAMMABLE CONTROLLER WITH VFD DATE DR'N: MAY 10, 2016 REVISION: D -OCT. 30,2018
[J- 880z TAN PVC CURTAIN MATERIAL [CJ-N4X, PUSHBUTTON STN, QTY___ - ALUMINUM MOUNTING CHANNEL AND FRONT GUIDE DRAWNBY: N.M. DRAWING No.:  D-600-0129
[J- 880z ORANGE PVC CURTAIN MATERIAL [J-MOTION DETECTOR, QTY. - WIRELESS REVERSING EDGE ELECTRICAL CRITERIA: FREQUENCY INVERTER DRIVE

[J-NO VISION PANEL [J- ADD. REFLECTIVE PHOTOEYE, QTY. | -5"TALL 18 OZ YELLOW BOTTOM LOOP CONTROL PANEL NEMA/EEMAC 4 STD. OR

[J- MANUAL CHAIN HOIST - ADD GUIDE MOUNT THRU BEAM PHOTOEYE, | - NON FUSED ROTARY DISCONNECT PRIMARY POWER SUPPLY: _ Volts, 3 Phase, 60 Hertz

[J- PVC GUIDE SEALS IN LIEU OF BRUSH SEAL | (] - EXTERNAL TRANSFORMER FOR 600V - GUIDE MOUNTED THRU BEAM PHOTOEYE OPERATOR CRITERIA: DIRECT DRIVE

—- [ - EXTERNAL TRANSFORMER FOR 480V - 400z BLUE PVC CURTAIN WITH FULL VISION PANEIL] OPERATOR NEMA/EEMAC 4 STD. OR

—- [J- EXTERNAL BUCKBOOST FOR 208V - DIGITAL ENCODER LIMITS 0.85 HP, DOOR SPEED: OPENUP TO ____ ips, CLOSEUP TO ___ips
—- —- - AUTO RESET CURTAIN END USER:

- —- - GALVANIZED FRONT HOOD DEALER:

—- —3- - BRUSH SEAL DOOR SIZE: SERIAL No.: TNR-




